
PRASMATIC TCS is the series of automatic shrink-wrapping and case 
packing machines mainly dedicated to the food and dairy industry. 
This solution is suitable for any type of carton packages (formats 
from 200ml to 1,5 lt). The speed range is from 7.000 to 24.000 
bph. Depending on the set-up, this series can realise 
all the classic secondary packaging solutions.

PRASMATIC TCS
SHRINK-WRAPPER AND CASE PACKER 
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PRASMATIC 
TCS CW

PRASMATIC 
TCS T

PRASMATIC 
TCS W

PRASMATIC 
TCS COMBI

OUTPUT CAPACITY:
TRAY AND WRAP-AROUND 
VERSION: UP TO 40 PPM 
FILM ONLY VERSION:
UP TO 80 PPM

Extremely compact 
dimensions.

High reliability.
QUALITY COMPACT RELIABLE
High quality packaging 
solutions.

FILM ONLY TRAY AND FILM TRAY ONLY WRAP AROUND
CARTON

ALL PACKAGING
SOLUTIONS
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PRASMATIC TCS 

FAST FEED: 90° infeed system. It avoids the use of lane 
divider and metering section at packer infeed. It improves 
hygienic design, simplifies change overs and improves 
flexibility in line layout design and machine compactness. 
It can be integrated with 90° and 180° package rotation 
device for facing or cap orientation inside the pack 
collations.

ELECTRICAL CABINET: the electrical cabinet is 
installed on top of the machine frame. This reduces 
installation time (no need to disconnect anything 
for transport). This configuration also facilitates 
washing operations, reduces the machine 
footprint and improves accessibility.

EXTERNAL BLANKS MAGAZINE:  designed 
and built to operate in utmost comfort, 
the operator can load the blanks quickly 
and easily. Possibility to choose between 
different loading configurations (front 
and side versions).

INOX EXECUTION: according to the customer’s needs 
it is possible to have a partial or a total stainless-steel 
execution for the machine frame.  Possibility to also 
have the “wash down” application, dedicated to all 
those sectors that require high hygiene 
quality standards.

HOT MELT UNIT: the machine is equipped 
with Robatech hot melt unit as standard. 
As option, there is the possibility of using 
the Nordson flex hot melt unit lifted from 
the floor for better accessibility. Long 
lifespan automatic glue feeding 
is also available as option. 

FRONT LOADING SIDE LOADING


